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BLOW-OFF SIZE MUST BE IN ACCORDANCE WITH AWWA FLUSHING FLOW RATES, BUT NOT LESS THAN

2" FOR 8" LINES AND SMALLER.  FOR 4" AND LARGER, USE FIRE HYDRANT OR BLOW-OFF ASSEMBLY

APPROVED BY THE CITY ENGINEER.

BLOW-OFF IS NOT TO BE LOCATED IN GUTTERS OR DITCHES.

THREADED CONNECTIONS SHALL BE ASSEMBLED USING COMPOUNDS APPROVED FOR USE IN POTABLE

WATER SYSTEMS.

IN AREAS EXPOSED TO TRAFFIC, INSTALL STANDARD VALVE BOX ASSEMBLIES ADJUSTED TO FINISH 

GRADE.  IN NON-TRAFFIC AREAS, INSTALL STANDARD VALVE BOX OVER THE VALVE ONLY AND COVER 

THE VALVE BOX AND BLOW-OFF PIPE WITH AN ARMORCAST METER BOX WITH A CAST IRON COVER.

RUNS OF PIPE WITH BLOW-OFF ASSEMBLIES SHALL BE MECHANICALLY RESTRAINED WITH LOCKING 

PUSH-ON GASKETS AND MEGA LUG RETAINER GLANDS.  SEE STANDARD DRAWING 406 FOR DETAILS 

RELATIVE TO THE LENGTH OF PIPE TO BE RESTRAINED.  CONCRETE THRUST BLOCKING SHALL NOT

BE  USED WITHOUT APPROVAL OF THE CITY ENGINEER.
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The selection and use of this Standard Drawing, while designed in accordance with standard engineering principles and practices, is the sole responsibility of the user.
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